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for released the heat sink, pushed the holder. then connected the

cable wires to the neutral, phase and earth terminals and tighten the
heat sink into the position.
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Finally placemented the frame by spring’s that shown in the figure.

Installation on tile

. Opened the luminair’s door.

. installed the gland (into the package) on the special
position on the body.

. Pushed the holder for releasing the heat sink.
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. Connected the cable to the terminal and then pass
the surplus cable from the gland to out of the luminaire.

. First tightened the heat sink and then closed the
luminaire door.

. Carried the luminaire on the installing place and
connected the cable to power supply line.

. Placed the luminaire on ceiling diagonally.
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Installed the gland (inside the package) on the body and passed the
cable from the gland. fastened gland when the 15cm of cable in side
the luminaire.
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Passed the luminaire into the slot such that that luminaire corner have
contact in to the ceiling.

for brackets moved downward, brackets perpendiculared to the

luminaire’s corner and after that tightened the luminaire into the
ceiling turning the bracket’s screws clockwise according to the figure.

Pull the luminair’s frame upward by two side
screwdriver. for separated frame from the

body, release the springs.
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1. First, separated the plastic plugs from
the body according to fig1.

2. By turned the screw (counter clockwise),
puted the bracket’s lever into the position
that bigger than ceiling thickness.
(according to fig 2)
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Installation and utilization instruction for LED panel light
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To observe the terms and conditions of the
product guarantee, please refer to Golnoor's website
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www.golnoor.com
info@golnoor.com

Mail-box 1586685717
Customer service : +98 021-88672727
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General conditions
Model 30x60 60x60 30x120
Weight 3.85kg 6.5 kg 7.2kg

Dimension(LxWxH)(mm) L595xW295xH70 L595xW595xH70 L1195xW295xH70

Cable (mm®) 3x1.5 3x1.5 3x1.5

Cut out (mm) L570~573xW265~268  L570~573xW570~573  L570~573xW1195~1198
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Dear customer, please read below items
before installation:

. Pay attention to the supply voltage range marked on luminaire
body

. If there are electric motors in the power network, be sure to use
an exclusive electrical distribution panel equipped with protective
equipment, and remove the luminaire from the circuit during
construction operations such as welding.

. Be careful, do not connect the luminaire to 380V(in luminaire with
230V AC input voltage).

. Connect the earth terminal to protective earthing network.

. Given that the attachment is of X type, if the external flexible
cable or cord of this luminaire is damaged, it shall be replaced
by a special cable or cable exclusively available from the
manufacturer or his service agent.
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